65 - | NDEPENDENT AGENC ES - REGQULATCRY
407 - PUBLI C UTI LI TIES COW SSI ON
CHAPTER 32 - ELECTR C UTI LI TI ES SERVI CE STANDARDS

SUWARY: This Rul e establishes service standards for
electric utilities.

Al electric utilities shall conply with the requirenents of the
"Rul es and Standards of Services for E ectrical Conpanies”
Revision No. 3 dated August 1, 1963, except, however, rule 5.01 is
resci nded.

l. GENERAL PROVI SI ONS AND DEFI NI T1 ONS

A 1. 01 Aut hori zation of Rul es.

1) The Revised Statutes of Maine in Chapter 44, Section
3, provides that the Public Wilities Comm ssion shall be
enpowered to establish rules and fix standards for el ectri cal
service as foll ows:

"The Comm ssion may nake all necessary rul es and
regul ati ons and may enpl oy such expert, professional or
ot her assistance as is necessary in naking
investigations or in otherw se carrying out the

provi sions of this chapter."”

2) In accordance with the provisions above, the Public
Wilities Conm ssion has adopted the follow ng standards for
El ectric Service to becone effective August 1, 1963. Al previous
rules or standards conflicting with those contained herein are
her eby super seded.

B. 1. 02 Power of Amendnent.

The adoption of these rules shall in no way preclude the
Comm ssion fromaltering or anending themin whole or in part or
fromrequiring any other or additional service, equipnent,
facility, or standards, either upon conplaint or upon its own
notion or upon the application of any utility. These rules in no
way relieve any utility fromany of its duties under the | aws of
this State.

C 1.03 Application of Rules.
The rules shall apply to any person, firmor corporation

which is now or nmay hereafter becone engaged as a public utility
in the business of furnishing electrical energy for sale within
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the State of Maine. No substantial nodification of the
requi renents of these rules shall be nmade unl ess authorized in
witing by the Conm ssion.

D. 1.04 Definitions.
In the interpretation of these rules, the word

1) "Commssion" shall nean the Public Wilities
Comm ssion of the State of Mi ne.

2) "Wility" shall nean any person, firm private or
public corporation, district, nunicipal, department or any ot her
organi zati on owni ng, controlling, operating, or managi ng any
electric plant for conpensation within this State except where
electricity is generated and distributed by the producer through
private property solely for his own use or the use of his tenants
and not for sale to others, excepting another utility.

3) "Hectric Plant"” shall nean all real estate,
fixtures, equi prment and personal property owned, controlled,
operated or managed in connection with or to facilitate the
production, generation, transmssion, delivery or furnishing of
el ectric energy.

4) "Qustoner" shall nmean any person, partnership, firm
conpany, corporation, nunicipality, cooperative, organization,
governnental agency or simlar organization furnished electric
service by a utility.

1. CONSTRUCTI ON. OPERATI ON AND NAI NTENANCE

A 2.01 Continuity of Service.

1) Every utility shall nmaintain its entire plant and
systemin such condition as will enable it to furnish safe,
adequate and as far as practicabl e continuous servi ce.

2) Al new construction, reconstruction, naintenance
and operation of electric plant shall be in conpliance with the
nost recent revision or revisions of the National E ectrical
Saf ety Code, as published by the National Bureau of Standards,
United States Departnent of Commerce.

3) Each utility shall keep a record of al
interruptions to service affecting the entire distribution system
of any single community, or any significant portion of a
comunity, and shall include in such record the date and tine of
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interruption, the approxi mate nunber of custoners affected, the
date and tine of restoring service, and the cause of each
interruption. Such records may be destroyed after two (2) years
fromthe date of such interruption

4) Each utility shall have such instrunents and
equi prment as will enable themto keep a record of the
characteristics of voltage and frequency of the service which they
provide. For generating utilities the nornmal station records are
sufficient. Non-generating utilities need not have instrunents
nor keep records of the frequency characteristics of their
service. Service characteristics records nay be destroyed after
two (2) years.

5) Each utility shall notify the Commssion within a
reasonable tine in witing of interruptions of service to their
systemas a whole, or any najor portion thereof, having a duration
of two (2) hours or nore. Such notice shall include date, tine,
duration, and cause of the interruption.

B. 2. 02 Frequency.

Alternating current service under normal conditions
shall be supplied at 60 cycles per second and under nor nal
conditions shall not have a deviation in excess of two (2)
per cent .

C 2.03 Standard Vol t age.

Each utility shall adopt a standard nom nal voltage, or
standard nom nal voltages conformng to nodern usage, as may be
required by the design of its distribution systemfor its entire
service area or for each of the several areas into which its
distribution systemnay be divided. The voltage naintained at the
utility's service termnals, as installed for each custoner, shal
be reasonably constant within the limts set forth in section No.
2.04.

D. 2.04 Vol tage Vari ation.

1) For service rendered principally for residential or
conmer ci al purposes the nornmal voltage variation shall not exceed
plus or mnus five percent (+ or - 5% fromthe standard vol t age
for any period | onger than one (1) mnute.

2) For service rendered principally for power purposes
the normal voltage variation shall not exceed plus or mnus ten
percent (+ or - 10% fromthe standard voltage for any period
| onger than one (1) mnute.
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3) Agreater variation of voltage than specified above
may be all owed when service is supplied directly froma
transmssion line, in case of enmergency service, or inalimted
or extended area where custoners are wi dely scattered and the
service supplied does not justify close voltage regulation. 1In
such cases the best practicable voltage regul ation shall be
provi ded.

4) Were the utility's distribution facilities are
adequate to carry the |l oads nornally inposed, the utility nay
require that the operating characteristics of utilization
equi prrent shall not cause objectionabl e voltage fluctuations or
ot her adverse effects.

E. 2.05 CQustoner Protection.

Each utility shall mnmake every reasonable effort to
properly warn and protect its custoners, and the public, fromharm
because of its plant or service.

F. 2.06 CQustoner Rel ations.

1) Each utility shall keep on file, in its business
offices and open to the public inspection, copies of all rate
schedul es, rules and regul ations, standard contracts or other
forns of agreenment respecting the rel ati ons between the custoner
and the utility.

2) FEach utility, upon request, shall furnish a
custoner, the schedule of rates applicable to such custoner.

3) Each utility shall file with the Conm ssion al
special contracts or agreenents for billing of electric service to
any customer or other utility.

4) Each utility shall, upon request, give its custoners
such information as is reasonable in order that custoners nay
secure safe, adequate and proper service delivery.

5) Each utility, upon request, shall provide a
statenent of the past readings of a non-residential custoner's
nmeter for any period not in excess of fifteen (15) nonths.
Chapter 81 of the Coomssion's Rules will govern a utility's
responsibility to provide a statenent of the past readings of a
residential customer's neter

G 2.07 Refusal of Service.

1) Repeal ed.
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2) Autility may refuse an applicant's request for
service if:

a) t he applicant operates generating equi prent
and this operation is hazardous or nay
interfere with the utility's own operation or
service to other custoners; or

b) the applicant's wiring is found not to be in
conpliance with the National E ectrical Code
as adopted by the Hectrician's Exam ni ng
Board or with any other lawfully adopted
requirenent.

3) Repeal ed.

H 2.08 Adjustnent of Bills for Meter Error and Prorated
Bills.

1) Wienever the test of a neter reveals its average
accuracy to be nore than four percent (4% high, the utility shal
refund to the customer such percentage of the total anount of
bills covering the consunption indicated by the neter for the
previous six (6) nonths, as the neter was found to be in error at
the time of the test, unless it can be shown fromthe records of
either party, that the error has existed for a greater or |essor
period, in which case the refund shall cover such actual period.

2) No refund shall be allowed in any case if the seal
on the custoner's neter is found to be broken, or if there is any
ot her evidence that the neter has been tanpered wth.

3) Inthe event of a non-registering neter, custoner
may be billed on an estinmate based on previ ous usage.

4) In the event un-netered electricity is used wthout
perm ssion, the customer may be billed on an estinmate of the
ener gy consuned.
[l METER NG

A 3. 01 Measurenent.

1) A electrical energy sold by a utility shall be
nmeasur ed by acceptabl e neasuri ng devi ces owned and nai nt ai ned by
the utility, except where it is inpracticable to do so.

2) Wenever practicable, all electricity sold to one
custoner on one billing will be nmeasured at one point.
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3) Meters operating in conjunction with instrunent
transfornmers shall have the multiplier plainly indicated on the
net ers.

4) The watt-hour constant for the neter itself shall be
on all watt-hour neters.

5 Al neters in service shall be seal ed.
B. 3.02 Accuracy of Watt-hour Meters.

1) No watt-hour neter that has an incorrect register
constant, test constant, gear ration or dial train; or which
creeps (one revolution in five mnutes or |less) shall be placed in
service or wth the know edge of the utility, be allowed to remain
in service w thout adjustnment and correction.

2) No watt-hour neter that has an error in registration
of nore than two percent (2% at either light or heavy | oad, shal
be placed in service or with the know edge of the utility, be
allowed to remain in service wthout adjustnent and correction.

3) Watt-hour neters shall be tested and adjusted for
both light loads (5 to 10%of rated | oad) and heavy | oads, (60 to
100% of rated | oad).

4) Meters shall be adjusted as closely as practicable
to the condition of zero error. The tolerances are specified to
all ow for necessary variations, and neters nust not be adjusted to
the tol erances al |l owed.

5) The average accuracy of a watt-hour neter shall be
defined as one-fifth of the algebraic sumof 1) four tines the
error at heavy load, and 2) the error at |ight | oad.

C 3. 03 Accuracy of Demand Meters.

Al demand neters nust be accurate to within two percent
(299 of full scale. The timng el enent shall be accurate within
two percent (2%.

D. 3.04 Meter Testing Facilities and Equi prent.

Each utility shall, unless specifically excused by the
Comm ssion, provide for and have avail abl e such neter |aboratory,
standard neters, instrunments, and other equipnent and facilities
as nmay be necessary to nake the tests required by these rules.
Such equi prent shall be acceptable to the Comm ssion and shall be
avai |l able at all reasonable times for the inspection of any
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aut hori zed representati ve of the Conm ssion.
E 3.05 Pre-installation Meter Tests.

1) Service watt-hour neters and denmand neters nmay be
tested in place with approved testing apparatus and under | ocal
conditions of operation. However, it is preferred that all neter
testing be done in the utility's neter |aboratory under better
controll ed conditions.

2) Al newwatt-hour nmeters and denand neters shall be
tested, calibrated and certified as to accuracy by the
manuf acturer or tested and calibrated by the utility in its own
nmeter | aboratory before being install ed.

3) Instrunent transforners installed with neters shal
be certified as to accuracy by the nmanufacturer or shall be tested
for ratio and phase angle in the neter |aboratory of the utility,
or in another |aboratory or recogni zed standi ng, before being
i nstall ed.

F. 3.06 Periodic Meter Tests.

Each utility shall mnmake periodic tests of all watt-hour
and demand neters which are in service on custoner's prem ses.

1) Al watt-hour and demand neters nanufactured prior
to January 1, 1941, shall be tested according to the foll ow ng
schedul e:

(a) Watt-hour neters not exceeding 750 volts:

Cat egory Test Interval
Alternating current-single phase

Exceeding 25 anperes...................... 24 nont hs

25 anperes and less....................... 60 "
Al ternating current-pol yphase

Exceeding 150 anperes..................... 12

150 anperes and less...................... 24

Meters on circuits exceeding 600 volts.... 6

(b) Meters on circuits exceeding 750 volts shal
be tested every six nonths.

(c) Denmand Meters:
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Cat egory Test Interval
dass | Qurve Drawing Instrunents........ 12 nont hs
Adass Il Integrated Demand. . ............. Sane as Watt-hour Meter
dass Il A Lagged Denand,
proportional timng................. 48 nont hs
Call Il B Lagged Denand,
exponential timng.................. 60 nont hs

2) Al watt-hour and denmand neters nanufactured since
January 1, 1941, shall be subject to the follow ng extended
periodic test intervals:

(a) Self contained AC neters together with
associ at ed equi pment, such as denmand devi ces,
phase shifting transforners, and control
devi ces shall be tested within a period of six
nmont hs before to six nonths after ten years of
servi ce.

(b) Meters on installations where current and
potential transformers are installed, and
where the voltage at the netering point is not
greater than 750 volts, shall be tested at
| ast each 24 nont hs.

(c) Meters on installations where current and
potential transformers are installed, and
where the voltage at the netering point is
greater than 750 volts, shall be tested at
| east once each 12 nont hs.

3) Woon request, and upon satisfactory evidence that a
utility maintains and uses an adequate, nodern testing facility
and keeps a proper record of its testing program the Comm ssion
wi Il waive paragraph 3.06 b above, and permt such utility to
either extend the period between test or to adopt a practice of
testing a statically adequate sanple for all of its service watt-
hour meters nmanufactured since January 1, 1941.

4) Periodic neter test data shall be summarized and
furni shed to the Comm ssi on on request.

G 3. 07 Requested Meter Tests.
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1) Each utility shall, without charge, nake a test of
the accuracy of registration of a neter upon request of a
custoner, provided that the custonmer does not request such test
nore frequently than once in 12 nonths.

2) Wen a customer requests a neter test within 12
nmonths after the date of installation or of the |ast previous test
of his neter, he may be required by the utility to nake a deposit
which will cover the reasonable cost of such test. The amount so
deposited shall be refunded or credited to the custonmer as a part
of the settlenent of the disputed account if the neter is found by
said test to have an error in excess of plus or mnus 4 percent;
ot herwi se the reasonabl e cost of the test may be retained by the
utility.

3) A custoner may be present when the utility conducts
the requested test on his neter or, if he desires, may send
anot her person to represent him A witten report, giving the
results of such test shall be made to the custoner and a copy of
this report and other data pertinent to the test kept in the
utility's records for a period of at |east two years.

H 3.08 Meter Records.

1) Each utility shall keep a record of (1) the names
and addresses of all its custonmers with an identifying nunber of
the neter or nmeters used by each of themand (2) all its neters,
showi ng dates of installation and renoval .

2) A conplete record shall be kept by each utility of
all test of nmeters installed on custonmer's prem ses. Such record
shall include: an identifying nunber of the neter; type and
capacity; neter constants; date and kind of test nmade; the reading
of neter before and after test is nade; the error (or percent
accuracy) at heavy and at light load, as found and as left after
adj ustnent at each test. These records shall be continuous for at
| east two periodic tests and in no case for |less than three years.
Each utility shall file with the Conmm ssion such reports of neter
tests as the Comm ssion nmay request.

V. RECORDS AND REPCRTS

A 4.01 Availability.

Al records required by these rules shall be kept within
the state at the office or offices of the utility and shall be
open for examnation by the Commssion or its representatives at
all reasonable hours. Al such records shall be carefully
preserved for a least two years unless in a particular rule a
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different period is specified.
B. 4.02 Station Records.

Each utility shall install such instrunents of neters as
may be necessary to obtain a daily record of the load and a
monthly record of the output of its generating stations. Each
utility purchasing electrical energy shall install such
instrunments or neters as nmay be necessary to furnish ful
information as to the nonthly purchases, unless the whol esal er has
such instrunents installed and supplies that utility with a copy
of the pertinent data. Each utility shall keep a record of:

1) The time of putting in and taking out of service the
generating units and feeders.

2) Al tests and special reports as the Conm ssi on nay
request fromtine to tine.

C 5.02 Billing.

1) Bills shall be rendered periodically and in
conpliance with the utility's general rules and regul ations.
These bills shall informthe custoner as to the date and readi ng
of the neter, the quantity of energy consuned, the demand charge
if appropriate, and the anmount due.

2) If the conputation of the bill is based on factors
other than a definite charge per unit such factors as will allow a
ready re-conputation shall appear on the bill. This should

include, but not be l[imted to, sales tax and fuel adjustnents.

3) Chapter 81 of the Comm ssion's Rul es governs the
billing requirenents for residential custoners.

D. 5.03 Rate Schedul es, Rules and Regul ati ons.

1) Each utility shall file with the Conm ssion al
schedul es of rates, tolls, charges, and Rul es and Regul ati ons.
These shall conformw th but not be limted to the provisions
herei n cont ai ned.

2) Each utility shall adopt a conprehensive safety
manual for the safety of its enployees and supply a copy to the
Comm ssi on and each of its enpl oyees assigned to electrical work.
Bef ore assi gning any enpl oyees to electrical work, the utility
shall be satisfied that he has been properly informed of safe
practices and is cogni zant of the hazards involved in the work to
be perf orned.
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BASI S STATEMENT: The factual and policy
basis for this rule is set forth in the

Comm ssion's O der Adopting Rule and
Statenent of Factual and policy Basis, Docket
No. 88-51, issued July 29, 1988. Copies of
this Order and Statenment have been filed with
this rule at the Ofice of the Secretary of
State. Copies nmay al so be obtained fromthe
Adm nistrative Drector of the Public
UWilities Conmssion, 242 State Street,
August a, Mai ne 04333-0018.

AUTHORITY: 35 MR S A 88104, 111, 704 and
1308

This Rul e was approved by the Secretary of
State August 1, 1988 and will be
effective August 6, 1988 .
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